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All Terrain Crane
QAY220

Basic technical specification

Lifting capacity
Max. lifting load 220t

Dimension
Overall length 15850mm

Overall width 3000mm

Overall height 3970mm

In travel configuration
Total weight 72000Kg

1st/2nd axle 12000Kg

3rd/4th axle 12000Kg

5th/6th axle 12000Kg

Performance
Max. travel speed
Max. grade ability

Boom
Luffing jib length

Max. lifting height of
boom

Max. lifting height of
boom + jib

          72Km/h 

    50% 

6 Section   13.6m～ 64m 

    96m 

 
      

63.5m 

 

      

94.7m

Xuzhou Heavy Machinery CO.,LTD
Features and advantages of QAY220 All Terrain Crane
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Technical Specifications

Main Technical Data Table in Travel Configuration
(Subject to improvement)

Category Item Unit Parameter

Outline
Dimensions

Overall length mm 15850

Overall width mm 3000

Overall height mm 3975

Wheel base

Axles 1 and 2 mm 1650
Axles 2 and 3 mm 3200
Axles 3 and 4 mm 1650
Axles 4 and 5 mm 2300
Axles 5 and 6 mm 1650

Track mm 2590

Weight

Total vehicle mass in travel
configuration kg 72000

Axle load

1ST Axle kg 12000
2ND Axle kg 12000
3RD Axle kg 12000
4TH Axle kg 12000
5TH Axle kg 12000
6TH Axle kg 12000

Power

Superstructure
engine

Model TAD720VE
Rated power kw/(r/min) 162/2100

Carrier engine

Model OM502LA.E3B/2
Rated power kw/(r/min) 440/1800

Rated torque N.m/(r/min) 2800/1300

Rated rotational
speed

r/min 2300

Travel
Performance

Travel speed Max. travel speed km/h 72

Min. travel speed km/h 2

Min. turning diameter m 23

Min. ground clearance mm 270

Approach angle ° 16

Departure angle ° 18

Braking distance (at 30 km/h ) m ≤10

Max. grade ability % 50（72t）

Oil consumption per 100km l 83
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Main Technical Data Table for Lifting Operation

（遵从于技术改进）

Category Item Unit Parameter

Main
Lifting

Performance

Max. total rated lifting capacity t 220
Min. rated working radius m 3
Turning radius at turntable tail
(counterweight) mm 5087

Max. load
moment

Base boom kN.m 6774

Fully-extended boom kN.m 2752

Outrigger
span

Longitudinal m 8.8

Lateral (fully/half extended) m 8.7（6.5）

Hoist height

Base boom m 14.1

Fully-extended boom m 63.5

Fully-extended boom + 36m
Jib

m 94.7

Boom length

Base boom m 13.6

Fully-extended boom m 64

Fully-extended boom + Jib m 96
Jib offset angle ° 0、15、30

Working
Speed

Parameter

Boom raising time s 90
Boom Fully extended time s 600
Max. slewing speed r/min 1.9

Outrigger
extending
and retracting
time

Outrigger
beam

Extending
Simultaneously

s 50

Retracting
Simultaneously

s 40

Outrigger
jack

Extending
Simultaneously

s 50

Retracting
Simultaneously

s 45

Main winch No load m/min 120

Auxiliary winch No load m/min 88

Noise
Exterior noise level dB（A） ≤120
Noise level at seated position dB（A） ≤90
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Lifting Capacity Tables
（Lifting load in t, boom length in m, working radius in m）

Notes on Tables:
a) Total rated load shown in the tables is the maximum lifting capacity when the crane is set up on

firm and level ground.
b) The rated load shown in tables includes the weight of hook block and slings.
c) In telescoping code, 0 means that a boom section is extended 0%, 1 means that a boom section is

extended 46%, 2 means that a boom section is extended 92% and 3 means that a boom section is
extended 100%.

with counterweight of 65t, fully extended outrigger of 8.7m
Boom length

Working radius 13.6
18.
2 18.2 18.2 22.9 22.9 22.9 27.5

27.
5

27.
5

32.
1

32.
1

32.
1

36.
8

36.
8

36.
8

3 220*
3.5 160 150 145 125
4 145 140 140 117.5 115 130 110
4.5 135 130 130 110.5 108.5 122.5 104.5 103.5 115 103
5 125 125 120 104.4 102 115.5 99.5 98 110 98 89 95 64.5
6 116 113 112.5 94 91 102 91 87 103 88.5 79.5 92.5 61 79 79 73
7 102.7 101 102 85.4 81.9 91 83.5 78 93 81 73 85.4 57 72 72.5 69.5
8 89.5 89 89.7 78 74 82.5 76.5 70.9 84.5 74.5 66 79 54 65 66 66
9 79 78.5 79.2 72 67.9 74.9 70 64.5 77.5 69 60 72.9 51.5 59 60.5 62.5
10 67 70 70.9 67 62.5 68.5 64.5 59.9 71 64 55 67 49 54 55.5 60
12 56.7 57.7 58.3 55 57.1 56 51 57.8 56.5 47 58 44.5 46 47 49.5
14 46.7 47.7 48.5 46.2 47.2 48.5 44.5 47.8 49.3 40 48.7 41.5 40 43.9 43.5
16 38.8 39.7 41.1 39.2 40.5 42 35.5 41.3 38.5 35.4 38.5 40.4
18 33.2 34.1 35.3 33.6 34.7 36.2 31.5 35.7 35.5 31.5 34 36.5
20 28.3 29.8 31.5 28.5 30.8 32.5 28 30.1 31.8
22 24.1 25.6 27.1 24.5 26.5 28.1 25 25.8 27.5
24 21.1 23.1 24.8 21.8 22.5 24.1
26 18 20 21.8 19 19.6 21.3
28 16.6 17.3 18.8
30 14.6 15.4 16.8
32
34
36
38
40
42

Boom angle
（°）

30.8
～
73.3

31.5
～
76.8

32
～
79

32.4
～
80.5

32.4
～
80.5

32.7
～
81.6

Hook capacity 160 100
Hook weight 2.416t 1.543t
Parts of line 16 15 12 11 9 7

Telescoping rate 0000
0

100
00

010
00

001
00

200
00

110
00

011
00

210
00

111
00

011
10

220
00

111
10

011
11

221
00

211
10

111
11
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with counterweight of 65t, fully extended outrigger of 8.7m

Boom length

Working radius
41.4 41.4 41.4 46.1 46.1 46.1 50.7 50.7 50.7 55.3 55.3 55.3 60 64

3
3.5
4
4.5
5
6
7 56 56.5 60
8 52 52 55 48 48.5 39.5
9 47.5 47.5 50 44.5 45.5 37.5 40 40 34.5
10 43.7 44 46 41.4 43 35.4 37.5 37.5 33.5 32.5 33 29.5
12 39.5 37.5 39.5 35.4 37 31.4 32 33.5 31 29.3 29.5 28 25.2
14 34.5 36.5 35 31.5 32.4 27.5 28 30 27.5 27 27.5 26 23.5 21.3
16 30.5 32 31 27.5 28.5 24.5 24.5 26 24.5 24.5 25 23 22 19
18 26.5 28.5 27.9 24.5 25 22 22 23.5 22 20.9 22.6 21 20.3 17
20 23.9 25.5 25 22 23 20 20 22 20 20 20.6 18.9 19 15.3
22 21.9 23 22.5 19.9 20.5 18 18.9 20.5 18 18.3 18.8 17.1 17.1 13.8
24 19.5 21 20.9 18 19 16.5 17.5 17.5 16.5 16.8 17.2 16 16 12.6
26 17.5 19 19 16 17 15 16 16 15 15.4 15.7 13.7 14.9 11.6
28 16 17.3 18 14.5 15.5 14 14.5 14.9 14 13.8 14.3 13.3 13.9 10.6
30 15 15.4 16.3 13.5 14.5 13 13.5 13.5 13 13.2 13.6 12.3 13 9.7
32 13.5 13.8 14.5 12.5 13.5 12 12 12.5 12.5 11.9 12.3 11.6 12 8.9
34 12 12.3 13 11.5 12.5 11 11.5 11.5 11.4 11.4 11.5 10.8 11 8.2
36 10.5 11.5 10.5 10.5 10.9 10 10.5 10.8 10.3 10.4 7.5
38 9.3 10.3 9.2 9.9 10.1 10 9.7 9.9 9.8 9.5 7
40 9.3 9.4 9.7 9 9.2 9.3 9.2 6.6
42 8.6 8.8 9.2 8.4 8.6 8.8 8.5 6.1
44 7.9 8 8.1 8 5.7
46 7.3 7.5 7.6 7.5 5.3
48 7 4.9
50 6.7 4.6
52 6.5 4.3
54 4.1
56 3.8

Boom angle
（°）

33.4
～
81.9

33.7
～
82

33.7
～
82

34.3
～
82

34.6
～
81.6

29.7
～
80.8

Hook capacity
(weight)

65t（1.001） 30t（0.447）

Parts of line 6 5 4 3 3 2

Te
le
sc
op
in
g
ra
te 2 92% 92% 92% 92% 92% 0 92% 92% 46% 92% 92% 92% 92% 100%

3 92% 92% 46% 92% 92% 92% 92% 92% 92% 92% 92% 92% 92% 100%
4 92% 46% 46% 92% 46% 92% 92% 92% 92% 92% 92% 46% 92% 100%
5 0 46% 46% 46% 46% 92% 92% 46% 92% 92% 46% 92% 92% 100%
6 0 0 46% 0 46% 46% 0 46% 46% 46% 92% 92% 92% 100%
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with counterweight of 0t, fully extended outrigger of 8.7m

Boom length

Working radius 13.6 18.2 18.2 18.2 22.9 22.9 22.9 27.5 27.5 27.5 32.1 32.1 32.1 36.8 36.8 36.8

3 172

3.5 155.3 150 145 125

4 137 136 136.9 117.5 115 130 110

4.5 122.5 121.4 122.2 110.5 108.5 121.7 104.5 103.5 115 103

5 108 106.7 107.7 104.4 102 107 99.5 98 107.9 98 89 95 64.5

6 86 85.4 86.4 87.2 84.7 85.7 87.2 85 86.5 88.2 79.5 87.5 61 79 79 73

7 71.5 69.4 71.2 72.4 68.2 70 72.4 68.9 71.5 73.4 69.4 72.7 57 70.5 72 69.5

8 51.5 49.5 51.2 52.7 48.2 50.1 52.6 49 51.5 54.5 49.5 53.2 54 50.6 52 55

9 38 36 37.7 39.2 34.7 36.6 39.2 35.5 38 41.1 36 39.7 42.8 37.1 38.5 41.7

10 28.6 26.8 28.3 29.8 25.8 27.5 29.6 26.5 28.6 31.3 26.8 30.3 33.1 27.8 29.1 31.8

12 16.5 17.8 18.8 15.5 17 18.8 16.1 18.1 20.3 16.5 19.3 21.8 17.3 18.5 20.8

14 10.6 11.8 12.9 9.9 11.1 12.9 10.4 12 14.1 10.8 13.4 15.5 11.5 12.5 14.5

16 6.2 7.4 9 6.7 8.4 10.3 7 9.5 11.5 7.7 8.6 10.6

18 3.7 4.9 6.4 4.2 5.7 7.5 4.5 6.7 8.6 5.2 6 7.9

20 2.3 3.7 5.5 2.7 4.9 6.7 3.2 4.2 5.9

22 2.3 4 1.1 3.3 5.2 1.8 2.7 4.4

24 2.2 3.8 1.5 3.2

26 2.8 2.2

Boom angle
（°）

30.8
～

73.3
31.5～76.8 32～79 32.4～80.5 32.4～80.5 32.7～81.6

Hook capacity
(weight)

160（2.416） 100（1.543）

Parts of line 16 15 12 11 9 7

Te
le
sc
op
in
g
ra
te 2 0 46% 0 0 92% 46% 0 92% 46% 0 92% 46% 0 92% 92% 46%

3 0 0 46% 0 0 46% 46% 46% 46% 46% 92% 46% 46% 92% 46% 46%

4 0 0 0 46% 0 0 46% 0 46% 46% 0 46% 46% 46% 46% 46%

5 0 0 0 0 0 0 0 0 0 46% 0 46% 46% 0 46% 46%

6 0 0 0 0 0 0 0 0 0 0 0 0 46% 0 0 46%
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with counterweight of 0t, fully extended outrigger of 8.7m

Boom length

Working radius
41.4 41.4 41.4 46.1 46.1 46.1 50.7 50.7 50.7 55.3 55.3 55.3 60 64

7 56 56.5 60

8 51.3 52 53.7 48 48.5 39.5

9 38 38.6 40.2 39.2 40.2 37.5 40 40 34.5

10 28.6 29.1 30.6 29.8 30.6 33.2 30.6 31 32.6 31.6 32 29.5

12 18 18.5 19.8 19 19.6 22 19.6 20 21.3 20.6 20.8 21.1 21.3

14 12 12.5 13.6 13 13.5 15.6 13.5 13.9 15.1 14.4 14.6 15 15 15.1

16 8.4 8.6 9.8 9 9.6 11.6 9.8 10 11.1 10.5 10.6 11 11 11.1

18 5.7 6 7 6.5 7 8.9 7 7.2 8.4 7.7 8 8.3 8.4 8.4

20 3.7 4.2 5.2 4.5 5 6.9 5 5.2 6.4 5.7 6 6.2 6.4 6.4

22 2.3 2.7 3.7 3.1 3.6 5.2 3.6 3.7 4.9 4.2 4.5 4.7 4.7 4.9

24 1.1 1.5 2.5 1.8 2.3 4 2.3 2.6 3.7 3.1 3.2 3.5 3.6 3.7

26 1.5 1.3 3.1 1.5 1.6 2.7 2.1 2.2 2.5 2.6 2.7

28 2.2 1.8 1.3 1.5 1.6 1.8 1.8

30 1 1.1 1.1

Boom angle
（°） 43.5～81.9 50.3～82 55.5～82 59.5～82

62.8
～

81.6

65.3
～

80.8
Hook capacity

(weight)
65（1.001） 30（0.447）

Parts of line 6 5 4 3 3 2

Te
le
sc
op
in
g
ra
te 2 92% 92% 92% 92% 92% 0 92% 92% 46% 92% 92% 92% 92% 100%

3 92% 92% 46% 92% 92% 92% 92% 92% 92% 92% 92% 92% 92% 100%

4 92% 46% 46% 92% 46% 92% 92% 92% 92% 92% 92% 46% 92% 100%

5 0 46% 46% 46% 46% 92% 92% 46% 92% 92% 46% 92% 92% 100%

6 0 0 46% 0 46% 46% 0 46% 46% 46% 92% 92% 92% 100%
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with counterweight of 65t, fully extended outrigger of 8.7m, 36m of jib

Boom length 46.1 50.7 55.3 60
Jib length 36
Jib offset angle
Boom angle 0 15 30 0 15 30 0 15 30 0 15 30

82 4 2.6 2 4 2.6 2 3.7 2.6 2 3.7 2.6 1.8
80 3.6 2.3 1.8 3.6 2.3 1.8 3.6 2.3 1.8 3.6 2.3 1.8
78 3.3 2.3 1.8 3.3 2.3 1.8 3.3 2.2 1.8 3.2 2.2 1.8
76 3.2 2.2 1.8 3.2 2.2 1.8 3 2.2 1.8 3 2.2 1.8
74 3 2.2 1.8 3 2.2 1.6 2.7 2 1.6 2.7 2 1.6
72 2.7 2 1.6 2.7 2 1.6 2.7 2 1.6 2.7 2 1.6
70 2.6 2 1.6 2.6 2 1.6 2.6 2 1.6 2.6 2 1.6
68 2.6 2 1.6 2.3 1.8 1.6 2.3 1.8 1.6 2.3 1.8 1.6
66 2.3 1.8 1.6 2.3 1.8 1.6 2.3 1.8 1.6 2.3 1.8 1.6
64 2.2 1.8 1.6 2.2 1.8 1.6 2.2 1.8 1.3 2.2 1.8 1.3
62 2.2 1.8 1.3 2.2 1.8 1.3 2.2 1.6 1.3 2.2 1.6 1.3
60 2.2 1.6 1.3 2 1.6 1.3 2 1.6 1.3 2 1.6 1.3
58 2 1.6 1.3 2 1.6 1.3 2 1.6 1.3 2 1.6 1.3
56 2 1.6 1.3 2 1.6 1.3 1.8 1.6 1.3 1.8 1.6 1.3
54 1.8 1.6 1.3 1.8 1.6 1.3 1.8 1.6 1.3 1.8 1.6 1.3
52 1.8 1.6 1.3 1.8 1.6 1.3 1.8 1.3 1.3 1.8 1.3 1.3
50 1.8 1.3 1.3 1.8 1.3 1.3 1.6 1.3 1.3 1.6 1.3 1.3
48 1.8 1.3 1.3 1.6 1.3 1.3 1.6 1.3 1.3 1.6 1.3 1.3
46 1.6 1.3 1.3 1.6 1.3 1.3 1.6 1.3 1.3 1.6 1.3 1.3

Te
le
sc
op
in
g
ra
te 2 92%/92%/0% 92%/92%/46% 92%/92% 92%

3 92%/92%/92% 92%/92%/92% 92%/92% 92%
4 92%/46%/92% 92%/92%/92% 92%/92% 92%
5 46%/46%/92% 92%/46%/92% 92%/46% 92%
6 0%/46%/46% 0%/46%/46% 46%/92% 92%
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with counterweight of 65t, fully extended outrigger of 8.7m, 28m of jib
Boom length 46.1 50.7 55.3 60
Jib length 28

Jib offset angle
Boom angle 0 15 30 0 15 30 0 15 30 0 15 30
82.0 5.6 3.8 3.2 5.4 3.8 3.0 5.4 3.8 3.0 5.1 3.8 3.0
80.0 5.1 3.8 3.2 5.0 3.6 3.0 5.0 3.6 2.9 4.9 3.6 2.9
78.0 4.9 3.6 3.2 4.7 3.6 2.9 4.7 3.3 2.9 4.5 3.3 2.9
76.0 4.5 3.3 3.0 4.5 3.3 2.9 4.5 3.3 2.9 4.3 3.3 2.9
74.0 4.2 3.3 3.0 4.2 3.2 2.7 4.1 3.2 2.7 4.2 3.2 2.7
72.0 4.1 3.2 3.0 4.1 3.2 2.7 4.0 3.2 2.7 4.0 3.0 2.7
70.0 4.0 3.0 2.9 4.0 3.0 2.7 3.8 3.0 2.7 3.6 3.0 2.7
68.0 3.8 3.0 2.9 3.8 3.0 2.7 3.6 3.0 2.7 3.6 3.0 2.7
66.0 3.6 3.0 2.9 3.6 2.9 2.7 3.6 2.9 2.4 3.3 2.9 2.4
64.0 3.6 2.9 2.9 3.3 2.9 2.4 3.3 2.9 2.4 3.2 2.9 2.4
62.0 3.3 2.9 2.7 3.3 2.9 2.4 3.2 2.9 2.4 3.2 2.7 2.4
60.0 3.2 2.9 2.7 3.2 2.7 2.4 3.2 2.7 2.4 3.0 2.7 2.4
58.0 3.2 2.7 2.7 3.2 2.7 2.4 3.0 2.7 2.4 3.0 2.7 2.4
56.0 3.0 2.7 2.7 3.0 2.7 2.4 3.0 2.7 2.4 2.9 2.7 2.4
54.0 3.0 2.7 2.7 3.0 2.7 2.4 2.9 2.7 2.4 2.9 2.4 2.4
52.0 2.9 2.7 2.7 2.9 2.4 2.4 2.9 2.4 2.3 2.9 2.4 2.3
50.0 2.9 2.4 2.3 2.9 2.4 2.3 2.9 2.4 2.3 2.7 2.4 2.3
48.0 2.9 2.4 2.3 2.9 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3
46.0 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3
44.0 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3
42.0 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3 2.7 2.4 2.3
40.0 2.7 2.4 2.3 2.7 2.4 2.3 2.4 2.2 2.3 2.4 2.2 2.3
38.0 2.2 2.2 2.3 2.4 2.2 2.3 2.4 2.2 2.0 2.4 2.2 1.8
36.0 2.2 2.2 1.8 2.4 2.2 1.4 2.4 2.2 1.4 2.4 2.1 1.2
34.0 2.2 2.2 1.0 2.2 2.2 2.2 2.1 2.2 2.1
32.0 2.2 2.2 2.2 2.1 2.2 2.1 2.2 2.1
30.0 2.2 2.2 2.2 2.1 2.2 2.1 2.2 2.1
28.0 2.2 2.2 2.2 2.1 2.2 2.1 2.2 2.1
26.0 2.2 2.2 2.2 2.1 2.2 2.0 2.1 2.0
24.0 2.2 2.2 2.2 2.1 2.1 1.8 2.0 1.8
22.0 2.2 1.8 2.1 1.6 2.1 1.4 1.8 1.3
20.0 2.1 1.3 2.1 0.9 2.1 0.9 1.8
18.0 2.1 2.1 2.1 1.7
16.0 2.1 2.1 2.1 1.7

Te
le
sc
op
in
g
ra
te 2 92%/92%/0% 92%/92%/46% 92%/92% 92%

3 92%/92%/92% 92%/92%/92% 92%/92% 92%
4 92%/46%/92% 92%/92%/92% 92%/92% 92%
5 46%/46%/92% 92%/46%/92% 92%/46% 92%
6 0%/46%/46% 0%/46%/46% 46%/92% 92%
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with counterweight of 65t, fully extended outrigger of 8.7m, 20m of jib
Boom length 46.1 50.7 55.3 60
Jib length 20
Jib offset angle
Boom angle 0 15 30 0 15 30 0 15 30 0 15 30

82 6.7 4.4 3.6 6.7 4.3 3.1 6.7 4.3 3.1 6.7 4.0 3.1
80 6.6 4.2 3.4 6.5 4.0 3.1 6.5 3.8 3.1 6.5 3.8 3.1
78 6.5 3.8 3.2 6.4 3.8 3.1 6.4 3.7 3.1 6.2 3.7 3.1
76 6.0 3.6 3.0 6.0 3.7 3.1 6.0 3.7 2.8 5.7 3.6 2.8
74 6.0 3.5 2.9 5.5 3.6 2.8 5.5 3.6 2.8 5.5 3.6 2.8
72 5.4 3.4 2.8 5.4 3.4 2.8 5.2 3.4 2.8 5.2 3.4 2.8
70 5.4 3.2 2.6 5.0 3.1 2.7 5.0 3.1 2.7 5.0 3.1 2.7
68 5.4 3.1 2.7 4.7 3.1 2.7 4.7 3.1 2.7 4.7 3.1 2.7
66 5.4 3.1 2.7 4.5 3.1 2.7 4.5 3.1 2.7 4.5 3.1 2.7
64 5.1 3.1 2.7 4.4 3.1 2.7 4.4 3.1 2.7 4.4 3.1 2.6
62 5.0 2.9 2.6 4.2 2.8 2.6 4.2 2.8 2.6 4.2 2.8 2.6
60 4.9 2.6 2.4 4.2 2.8 2.6 4.0 2.8 2.6 3.7 2.8 2.6
58 4.7 2.6 2.4 4.0 2.8 2.6 4.0 2.8 2.6 3.7 2.7 2.6
56 4.7 2.6 2.4 3.7 2.7 2.6 3.7 2.7 2.6 3.7 2.7 2.6
54 4.5 2.6 2.4 3.7 2.7 2.6 3.6 2.7 2.6 3.6 2.7 2.6
52 4.2 2.6 2.4 3.6 2.7 2.6 3.6 2.7 2.6 3.6 2.7 2.6
50 4.2 2.6 2.4 3.6 2.7 2.6 3.6 2.6 2.3 3.3 2.6 2.3
48 4.1 2.4 2.4 3.3 2.6 2.3 3.3 2.6 2.3 3.3 2.6 2.3
46 4.1 2.4 2.2 3.3 2.6 2.3 3.3 2.6 2.3 3.3 2.6 2.3
44 4.0 2.4 2.2 3.3 2.6 2.3 3.2 2.6 2.3 3.2 2.6 2.3
42 4.0 2.4 2.2 3.2 2.6 2.3 3.2 2.6 2.3 3.2 2.6 2.3
40 4.0 2.4 2.2 3.2 2.6 2.3 3.2 2.6 2.3 3.2 2.6 2.3
38 3.8 2.4 2.2 3.2 2.6 2.3 3.2 2.6 2.3 3.0 2.3 2.2
36 3.8 2.4 2.2 3.0 2.6 2.0 3.0 2.3 1.7 3.0 2.3 1.7
34 3.8 2.2 1.4 3.0 2.3 1.1 3.0 2.3 1.1 3.0 2.3 0.9
32 3.8 2.2 3.0 2.3 2.4 2.3 3.0 2.3
30 3.6 2.2 3.0 2.3 2.4 2.3 3.0 2.3
28 2.7 2.2 2.6 2.3 2.4 2.3 3.0 2.3
26 2.7 2.2 2.6 2.3 2.4 2.3 2.0 2.3
24 2.7 2.2 2.3 2.3 2.2 2.3 2.0 2.3
22 2.4 2.2 2.3 2.2 2.2 2.0 2.0 1.9
20 2.4 1.8 2.3 1.5 2.2 1.4 2.0 1.1
18 2.4 0.9 2.3 2.2 2.0
16 2.4 2.3 2.2 2.0
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te 2 92%/92%/0% 92%/92%/46% 92%/92% 92%

3 92%/92%/92% 92%/92%/92% 92%/92% 92%
4 92%/46%/92% 92%/92%/92% 92%/92% 92%
5 46%/46%/92% 92%/46%/92% 92%/46% 92%
6 0%/46%/46% 0%/46%/46% 46%/92% 92%
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with counterweight of 65t, fully extended outrigger of 8.7m, 11.5m of jib
Boom length 46.1 50.7 55.3 60
Jib length 11.55
Jib offset angle
Boom angle

0 15 30 0 15 30 0 15 30 0 15 30

82 12. 8.6 7.1 12.0 8.2 7.0 12.0 8.2 6.7 12.0 8.1 6.7
80 12. 8.5 7.1 12.0 8.1 6.7 12.0 8.1 6.4 12.0 8.1 6.4
78 12. 8.2 7.0 11.8 8.1 6.4 11.8 8.1 6.2 11.8 7.9 6.2
76 11. 8.1 6.8 10.8 7.9 6.2 10.8 7.9 6.2 11.1 7.6 6.2
74 10. 7.9 6.2 10.4 7.7 6.1 10.4 7.7 5.9 10.4 7.3 5.9
72 10. 7.7 6.1 10.0 7.3 5.7 10.0 7.3 5.7 10.0 7.2 5.7
70 9.5 7.6 5.7 9.5 7.2 5.7 9.5 7.2 5.4 9.5 6.8 5.4
68 9.4 7.3 5.7 9.4 6.8 5.4 9.4 6.8 5.4 9.4 6.3 5.4
66 9.0 7.2 5.4 9.0 6.5 5.4 9.0 6.5 5.2 9.0 6.0 5.2
64 8.2 6.9 5.4 8.2 6.3 5.2 8.1 6.3 5.2 8.1 5.9 5.2
62 8.1 6.7 5.4 8.1 6.0 5.2 7.9 6.0 5.1 7.7 5.8 5.1
60 7.9 6.7 5.2 7.7 5.9 4.9 7.6 5.9 4.9 7.3 5.6 4.9
58 7.9 6.0 5.2 7.6 5.6 4.9 7.3 5.6 4.9 6.9 5.4 4.9
56 7.7 5.9 5.2 7.3 5.4 4.9 7.2 5.4 4.8 6.7 5.1 4.8
54 7.3 5.8 5.2 7.2 5.1 4.9 6.9 5.1 4.8 6.7 5.0 4.8
52 7.2 5.6 5.1 6.8 5.0 4.8 6.8 5.0 4.7 6.7 4.9 4.7
50 6.9 5.6 4.9 6.7 4.9 4.8 6.7 4.9 4.5 6.5 4.7 4.5
48 6.8 5.4 4.8 6.5 4.7 4.5 6.5 4.7 4.5 6.5 4.5 4.5
46 6.7 5.0 4.8 6.5 4.5 4.3 6.3 4.5 4.3 6.3 4.2 4.3
44 6.5 4.7 4.5 6.3 4.2 4.3 6.3 4.2 4.3 6.0 4.2 4.3
42 6.5 4.7 4.5 6.3 4.2 4.3 6.0 4.2 4.2 6.0 4.1 4.2
40 6.3 4.5 4.2 6.0 4.1 4.2 6.0 4.1 4.0 5.8 4.1 4.0
38 6.0 4.2 3.8 5.9 4.1 3.4 5.9 4.1 3.4 5.4 4.0 3.4
36 6.0 4.2 3.4 5.9 4.0 3.4 5.9 4.0 2.5 5.1 4.0 2.5
34 5.9 4.2 1.5 5.9 4.0 2.2 5.8 4.0 1.7 4.9 4.0 1.7
32 5.9 4.2 1.0 5.8 4.0 5.4 4.0 4.5 4.0
30 5.9 4.1 5.8 4.0 5.1 4.0 4.2 3.8
28 5.8 4.1 5.8 4.0 5.0 4.0 4.1 3.8
26 5.8 4.1 5.8 4.0 4.7 4.0 4.0 3.8
24 5.8 4.1 5.6 3.6 4.5 3.6 3.8 3.3
22 5.6 4.1 5.6 2.9 4.5 2.9 3.6 2.7
20 5.6 4.1 5.4 2.3 4.2 2.0 3.4 1.8
18 5.6 5.3 2.0 4.2 1.0 3.3 1.0
16 5.4 5.1 4.1 3.3
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te 2 92%/92%/0% 92%/92%/46% 92%/92% 92%

3 92%/92%/92% 92%/92%/92% 92%/92% 92%
4 92%/46%/92% 92%/92%/92% 92%/92% 92%
5 46%/46%/92% 92%/46%/92% 92%/46% 92%
6 0%/46%/46% 0%/46%/46% 46%/92% 92%
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Lifting height curves
Crane working range (with outrigger fully-extended)

Working radius


